
SCRATCH COAT 
U-STUCCO™ ICX
MIN. 3/8” 

 

SHEATHING BOARD  
NOTE: 1/8” GAP BETWEEN 
SHEETS OF PLYWOOD OR 
OSB AT VERTICAL AND 
HORIZONTAL JOINTS 

2 LAYERS OF WATER 
RESISTANT BARRIER
30 LB. FELT MIN. 

 

3½” MIN. 22 GA. MIN. 
STEEL STUDS 

FINISH COAT
(BY OTHERS)

OMEGA STUCCO
LA HABRA STUCCO
DRYVIT
STO

MIN. 1/8”

 

24” MAX. 

 

BROWN COAT
U-STUCCO™ ICX
MIN. 3/8”

 

EXPANDED METAL LATH
(BY STRUCTAWIRE)

STRUCTA LATH
MEGA LATH
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U-STUCCO™ ASSEMBLY
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SHEATHED CONSTRUCTION, STEEL FRAMING

Disclaimer : The design specifications and construction shall comply with all local building codes and standards. U-STUCCO™ installation guidelines are for general information and 
guidance only and U-STUCCO™ specifically disclaims any liabilityfor the use of this design, and for design engineering, or workmanship of any project. The assembly shall be designed 
to prevent condensation within the assembly. Products shown other  than those manufactured by U-STUCCO™ are shown for the clarity of the U-STUCCO™ products only.                  
Contact the Manufacturer for installation instructions.

Technical Support : (424) 542-5353   I   info@ustucco.com

PER ASTM C1063


